Contact terminals with collar height:

3 mm (.118)

KT-254 W-E03 (wire-wrap)

23 (906)

21,98
(.025) (.078)

15(591)

92,03
(.080)

KT-254 W3 EO03 (wire-wrap)
23(906)

(.085)

1

5 (591)

ROy

LHINY:

22,03 22,15 ol

(.025) (078)  (080)  (085)  (039)
KT-254 L-E03 (Solder)
18 (.709)
4 13 (512)
(157) 3
‘ (.118)
) {
20,8 21,9 22,03 | 22,15
(031) (078) (080)  (.085)
KT-254 L3 EO3 (Solder)
18 (709)
4 \ 13(512) 950
(.157) 3
| (118)
) —
20,8 21,98 ©203] 0215 ol
(031) (078)  (080)  (085)  (.039)

KT-120 L3 E02 - 30 (Solder)
High-current Contact Terminal
20 (787)

7.5

2295 22,98

(116) (117)

KT-150 L3 EO3 - M3

23,05

(.120)

25

(138) (.039)

High-current Contact Terminal

22 (.866)

S0

23,98
(118) (157)

24,05

(.159)

Mounting hole size *

for KT-254:
in CEM1 und FR4

for KT-158:
in CEM1 and FR4

for KT-586:
in CEM1 and FR4

for KT-120:
in CEM1 and FR4

for KT-150:
in CEM1 and FR4

(.169)  (.039)

@ 1,98 - 1,99 mm
(.0780-.0783)

@ 1,38 - 1,40 mm
(.0543 - .0551)

@ 2,65 -2,57 mm
(.1004-.1012)

@ 3,00 - 3,02 mm
(.1181 - .1189)

@ 4,00 - 4,02 mm
(.1575 - .1583)

Grid:
>2.54 mm
> 100 Mil

Contact terminals with collar height:

2 mm (.079)

KT-254 W-E02 (wire-wrap)

22 (866)
14(551)

K 22,03 | 82,15
(.025) (.078) (.080)  (.085)

KT-254 W3 E02 (wire-wrap)
‘ 22 (866)

14 (551)

(.025) (.078) (080)  (.085) (.039)

KT-254 L-E02 (Solder)

17 (.669)
4 12 (472)
(.079)
20,8
(031) (078)  (080)  (.085)

KT-254 L3 E02 (Solder)

17 (669)
4 12(472) P
I &Y
(157) (118 _ 3 N

2079

20,8 0198 2203 2,15| ol

(.031) (078)  (.080) (.085)  (.039)

KT-254 L3 E02 - 30 (Solder Connection)

17 (669)
46 _ 12(472) %,
(181) (118 _ 3 v
)

(079)
2198 2203 o1

(.055) (.078) (.080) (.085)  (.039)

KT-254 W-PL (wire-wrap)
22 (866)

14(551)

219
(.025) (.078) (.080)  (.085)

Collar height and install. height for KT-254
The installation height of the contact ter-
minals is determined by the collar height.

Electrical data
R; typical:

Materials
Contact terminals:
KT-586:

All specifications are subject to change without prior notification

<5 mQ

Brass , gold-plated
Brass, rhodium-plated

Contact Terminals

for Interfaces and Transfer Fields

Other contact terminals:

KT-254 W3 E12 (wire-wrap)
For assembly in INGUN ZSK Transfer Field
(ZSK = Top-side Contacting Unit)
32 (1.260)

24 (.945)

12 (472)

21,98 | 22,03

(.024) (.078)  (.080) (.085) (.039)

KT-158 02 (Order No. 9408)
Contacting Terminal for GenRad Interface

129 41 _, ., 08
(:508) (161) (031)

00,6 21,35 21,52] (21,8
(.024) (053) (060)  (071)

KT-158 (Order No. 3650)
Contacting Terminal for Zehntel Interface
13

(512)

4 .08
(.157)JJ (031)
1

(024) (053)  (060)  (071)
KT-158 06 (Order No. 21814)
12,9 41 08

(.024) (.053) (.060) (.071)

KT-586 102 400 R
Contacting Terminals for general usage
18(709)

(118) | 3 (157),_4 _ _3_|(118)
21,5 22,45
(.059) (096)  (102)  (157)

KT-279 102 300
(to solder in)

(039) (118)

KT-112 143 215 E02 (replaceable,
will be used with KS-112)
19 (.748)

R
(.118) 3
2 |(.079)
21,65 2215 | o1
(.065) (.085)  (.039)

* Services:
Customised contact blocks drilled ac-

cording to customer demands (which
match certain INGUN receptacles) are
available from INGUN.

Accessories



